
S T O C K  AVA I L A B L E  AT Rotterdam · Piraeus · Singapore · China Worldwide delivery

F O O T  M O T O R  ·  S I D E  V I E W

B  ·  H  ·  E  ·  D  · 

Lengths & centre-line height

F O O T  M O T O R  ·  S H A F T  E N D

K  ·  H  ·  D  · 

K = bolt-hole pitch (centre-to-centre)

F L A N G E  M O T O R  ·  S H A F T  E N D

P  ·  N  ·  M  ·  E  ·  D  · 

P=OD · N=ID/spigot · M=PCD/bolt circle
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M U L T I P L E  D I M E N S I O N  S H E E T

ENGINEERED IN HOLLAND · TRUSTED AT SEA
Marine-grade electric motors — engineered for duty, designed to last

S E L E C T  P R O D U C T  L I N E

CORE
O C E A N  P R O V E N

Workhorse motors for standard

marine duty

PRO
D U T C H  P R E C I S I O N

High-spec builds with extended

tolerances

RENEW
C I R C U L A R  E N G I N E E R E D

Remanufactured to OEM spec, fully

warranted

M O U N T I N G  T Y P E  —  S E L E C T  O N E

B3
FOOT MOUNTED

B5
FLANGE MOUNTED

B14
FACE MOUNTED

D I M E N S I O N S  —  F I L L  I N  T H E  V A L U E S  Y O U  C A N  M E A S U R E

FRAME & SHAFT DIMENSIONS (MM) — LETTERS MATCH THE DRAWINGS ABOVE
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AB BB HD K R

D E F DA EA

M N P S T

M A K E ,  T Y P E  &  E L E C T R I C A L  D A T A

MANUFACTURER /  MAKE TYPE /  MODEL POWER (KW) VOLTAGE (V)
CURRENT
(A)

SPEED
(RPM)

HZ /  IP

Top Right Left

Looking towards shaft end

DOL Y-Δ Soft VFD

Default: Direct-On-Line if none selected

C O N N E C T I O N  B O X  P O S I T I O N S T A R T I N G  M E T H O D

O P T I O N S  &  A C C E S S O R I E S

ATEX zone / category Coating C5M / C5I / C4 / custom

PTC's temperature range °C PT100 temperature range °C

Klixon temperature range °C Heaters voltage V

Brake torque Nm Encoder type / pulses

Forced cooling voltage / type Bearing insulated / regreasable

since 2000 IP23–IP55–IP67 Class F · H LR · BV · DNV
E N G I N E E R E D  I N  H O L L A N D M A R I N E  P R O T E C T I O N T R O P I C A L  I N S U L AT I O N O N  R E Q U E S T

Snap a photo, get a quote.
Scan the code, attach a photo of this completed sheet, and
we will respond within 24 hours.

dormot.nl · sales@vanbodegraven.nl

O C E A N  P R O V E N  ·  D U T C H  P R E C I S I O N

A Van Bodegraven brand

Motors that come home from sea 
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F I E L D  G U I D E  ·  B A C K S I D E

A N A T O M Y

What we engineer
into every motor.
Six elements that determine whether a motor survives its duty cycle. The Dormot specification

dialogue starts here and works outwards.

01 Stator winding
Copper windings, electrical-grade laminations, Class F or H insulation.

Winding geometry determines IE3 or IE4 efficiency.

02 Rotor & shaft
Squirrel-cage rotor, dynamically balanced. Hardened steel shaft machined to

IEC tolerance — or to original drawing from archive.

03 Bearings
Sealed deep-groove ball bearings, dimensioned for nominal load. Re-

greasable from frame size 160 upwards.

04 Cooling fins
TEFC (IC411) standard. Fin geometry matched to duty cycle. Marine builds

treated against salt corrosion.

05 Terminal box
IP55 marine standard, IP23 economy, up to IP67 on request. Cable gland

configurable: top, side, rear.

06 Frame size & mounting
IEC frame sizes 56 to 560. B3 foot, B5 / B14 flange, B35 combination — or

custom flange machined in-house. Feet can be mounted or removed on

request.
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W H E N  T O  C H O O S E  W H I C H  L I N E

CORE
O C E A N  P R O V E N

Choose when you need a dependable

workhorse motor at sharp economics.

Standard build, proven across decades of

marine duty.

IE3 ·  IE4 ·  UP TO IP67 ·  UP TO CLASS
H ·  0 .75 –  200 KW

PRO
D U T C H  P R E C I S I O N

Choose when you want the best motor

we build. Same applications as CORE,

with tighter tolerances, higher-grade

components and extended service life.

IE3 ·  IE4 ·  UP TO IP67 ·  UP TO CLASS
H ·  0 .75 –  355 KW

RENEW
C I R C U L A R  E N G I N E E R E D

Choose when the existing motor is

repairable or you want a remanufactured

unit. Fully tested, warranted to OEM spec,

lower cost.

PER SPEC ·  FULL WARRANTY ·  30%
SAVING AVG

Send us your sheet — we will engineer a quote. sales@vanbodegraven.nl
Response within 24 hours. We confirm the right line, the right spec, and the lead time. No

commitment.
dormot.nl
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